
TECHNICAL DATA SHEET

Article: BUFFALO, water buffalo leather

Raw Material: Thai buffalo, non-preserved / 
non-endangered animal

Manufacturing: Tanned in thailand, furtheron processing in germany.
Stripped and followed by newly translated
(chrome/vegetable) tanning. All processes done 
in germany correspond to our worldwide 
most strict environmental regulations.

Dispensing: Drum dyed only with dyestuff corresponding 
to the azo- and all other pending regulations.

Thickness: 1,3 – 1,5 mm

Light Fastness: Level 3 according to DIN EN ISO 105-B02

Tear Resistance: Minimum 20 N/mm according to 
DIN EN ISO 3377-1/2

Flammability: Flame resistant in accordance to DIN 75200
as well as BS AU 169 (british standards).
Above standards are identical and requirement for
DIN EN ISO 1021 part 1 and 2 (whole furniture),
IMO A.652/16
as well as BS 5852/1 and
CALIFORNIA TB 117.

Guarantee: Quality and test specifications for upholstery leather 
(RAL-GZ 430-3) are fulfilled in every mark. 
We guarantee to follow the german upholstery standard.

Aniline leathers have not to be tested in view of flexing and adhesion of finish.

Minor acceptable differences may occur for technical reasons.
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